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FILE NAME
USER NAME

PLOT DATE

FA TOTAL | SHEET
RTE, | SECTION COUNTY  isHEETS|” NO.
* EES WILLIAMSON| 917 | 499
STA. TO STA.

TYPICAL SECTION - STAGE 7A e e

%% (X1-6-2)VB-2,(X1-6)HBK-2

EXISTING BITUMINOUS RESURFACING (VARIES 4Y%” TO 5!/

EXISTING PIPE UNDERDRAINS 4" ¢

N.B. LANES
EXISTING BITUMINOUS SHOULDERS F.A.I. RTE. 57
EXISTING AGGREGATE SHOULDERS TYPE B (WEDGE) |

I
) 24"

EXISTING AGGREGATE BASE 2 27 -6

EXISTING 107 P.C.C. PAVEMENT, 1%/3" PARABOLIC CROWN

EXISTING 6" AGGREGATE SUB-BASE (4”7 ON RAMP "C')

BITUMINGUS CONCRETE BINDER COURSE, SUPERPAVE, IL-19.0, NSO 9%,"

]

]

PAVED SHOULDER REMOVAL !
I

|

VARIES

SUB-BASE GRANULAR MATERIAL 6" > 24, /}\ 21/5" AND_
. 455 , -

TEMPORARY PAINT PAVEMENT MARKING NS
kS
o3

s B AT ~

\1,/
~

L@ RN

PIPE UNDERDRAIN REMOVAL

TEMPORARY CONCRETE BARRIER ~

~

BITUMINOUS SHOULDERS SUPERPAVE 8”

. T0 BE_USED:
BITUMINOUS CONCRETE BINDER COURSE, SUPERPAVE, IL-19.0, NSO 12 STA 1541+33wTO oTh. 1547433 NB 1-57
POLYMERIZED BITUMINOUS CONCRETE BINDER COURSE, SUPERPAVE, IL-19.0, N10O5 5"

BITUMINOUS SURFACE REMOVAL 5

RUBBLIZING PORTLAND CEMENT CONCRETE PAVEMENT S.B. LANES

F.AI. RTE. 57
AGGREGATE SHOULDERS TYPE A 8 . !

@EOPOEOOEOVWEIAOOEOOROL

‘

PAVEMENT REMOVAL j
12° , 24 , 25" 70 27'-6" 2

@ BITUMINOUS CONCRETE BINDER COURSE, SUPERPAVE, IL-19.0, N90O 11

@ PROCESSING LIME MODIFIED SOILS 12” L
@ BITUMINOUS CONCRETE BINDER COURSE, SUPERPAVE, IL-19.0, N0 1¥4" t

CONCRETE GUTTER, TYPE B

€5 SUB-BASE GRANULAR MATERIAL, TYPE C

POLYMERIZED BITUMINOUS CONCRETE BINDER COURSE, SUPERPAVE, IL-19.0, N105 (VAR)
@7 POLYMERIZED BITUMINOUS CONCRETE SURFACE COURSE, SUPERPAVE, MIX E, N105 1/3"
CONCRETE BARRIER, DOUBLE FACE, 42 INCH HEIGHT

(@9 TEMPORARY SHEET PILING TO BE USED:

STA. 1507+18 TG STA. 1510400 SB [-57
(0 BITUMINOUS SHOULDER SUPERPAVE 62"

(1) STONE RIPRAP, CLASS A3 ¢

S.B. LANES
(2 STEEL PLATE BEAM GUARDRAIL, TYPE A F.AL RTE. 57
() AGGREGATE SHOULDERS. TYPE B (WEDGE) f

(39 BITUMINOUS CONCRETE BINDER COURSE, SUPERPAVE, IL-19.0, N3O 12%"” 12 5 VAR 247! . P L

PIPE UNDERDRAIN 4~

(3) POLYMERIZED BITUMINOUS CONCRETE BINDER COURSE, SUPERPAVE, IL-19.0, N10S 2Y/4” '
2V AND
(38 STABILIZED SUB-BASE (VARIABLE DEPTH) VARTES

.
(9 TEMPORARY STEEL PLATE BEAM GUARDRAIL, TYPE A
2%

P

(9 STRIP REFLECTIVE CRACK CONTROL a -
(a0 BITUMINOUS CONCRETE BINDER COURSE, SUPERPAVE, IL-13.0, N90O 5. e
@) BITUMINOUS CONCRETE BINDER COURSE, SUPERPAVE, IL-19.0, N9O 15" ~
(32 BITUMINOUS CONCRETE BINDER COURSE, SUPERPAVE, IL-13.0, N9O (VAR) e

. REVISIONS
@3 SUB-BASE GRANULAR MATERIAL 10" NAME DATE

ILLINOIS DEPARTMENT OF TRANSPORTATION
FAL-57
STAGE 7A
TYPICAL AND NOTES
SHEET 2 OF 9

_ VERT. NONE
SCALE: [onrs DRAWN 8Y CNH
DATE CHECKED BY

POLYMERIZED BITUMINOUS CONCRETE SURFACE COURSE, SUPERPAVE, MIX E, NIO5 (VAR.) TGO BE USED:

BITUMINOUS CONCRETE SURFACE COURSE, SUPERPAVE, MIX C, N70 1/ STA. 1510+00 TO STA. 1511400 SB 1-57




